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1. Safety instructions 
 

FOR SAFE AND EFFICIENT OPERATION 
 

Be careful with heat and extreme temperatureAvoid exposing it  

to direct rays of the sun or near a heating appliance. 

 Not put it in a temperature bellow 41°F /5°C, or exceeding 95°F /35°C. 

 

Keep away from humidity, water and dust 

Do not place the set in a location with high humidity or lots of dust.  

Containers with water should not be placed on the set. 

 

Keep away from sources of hum and noise 

Such as transformer motor, tuner, TV set and amplifier. 

 

To avoid placing on un-stable location 

Select a level and stable location to avoid vibration. 

 

Do not use chemicals or volatile liquids for cleaning 

Use a clean dry cloth to wipe off the dust, or a wet soft cloth for stubborn dirt. 

 

If out of work, contact sales agency immediately 

Any troubles arose, remove the power plug soon, and contact  with an engineer for repairing, 

do not open the cabinet by yourself, it might result a 

 danger of electric shock. 

 

Take care with the power cable 

Never pull the power cable to remove the plug from the receptacle, be sure  
to hold the plug. When not using the player for an extended period of time  

be sure to disconnect the plug from the receptacle. 
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2. Technical data 
Maesurements:  1500mm x 100mm x 5mm 

Connection  Fast connector 

LED Quantity  45 pcs 3in1 LEDs 

Power Consumption  8W 

Voltage   12V 

IP Class  IP55 (instead the connectors IP20) 

 

3. Connecting  
1. Connect the fast cennector of the extension with the fast connector with the end of the mixit 

set. 

2. Make sure not to use more then 4,5m with one mixit set , means maximum 2 extensions per 

set 

3. The extension will run the same programs then the mainstripe does. 

 
 
 

Importeur: 

 

B&K Braun GmbH 
Industriestraße 1 

D-76307 Karlsbad-Ittersbach 
 

www.bkbraun.com 
info@bkbraun.com 
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